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STATEMENT OF USE 
 
Bahamian Village, LLC, (a public private joint venture with Redevco Grand, LLC 
(“Redevco”) and The LBW Homeowners, Inc. (“LBW”)) is the owner of the 
irregularly shaped vacant parcel of land located at 280 South Dixie Highway, Coral 
Gables, Florida, bordered by Grand Avenue, Florida Avenue, and U.S. 1. 
 
As way of background, Bahamian Village, LLC (“BV”) obtained site plan 
approval for a project in 2005, which was then amended in 2008.  Due to third 
parties’ utility encroachments, the developer was prevented from moving forward 
with this project. 
 
BV is proposing a new site plan with a new name – Gables Pointe Plaza.  BV 
proposes to develop the property in two phases as part of its PAD/Site Plan 
application. BV is also requesting a Change in Zoning District for a portion of the 
subject property.  This new site plan is substantially scaled down from the 2008 
approval. 
 
Phase I: 
 
Phase One will consist of the Community Center/Office building, its respective 
parking and landscaping along the Florida Avenue perimeter on either side of the 
Florida Avenue driveway.  Phase Two will be a future restaurant(s) use tenant(s) 
with outdoor seating with its respective parking as reflected on the plans, removal 
of the wall on U.S. 1 in the City’s park easement and landscaping along Grand 
Avenue.  
 
The Community Center/Office building will be located at the far northeastern 
corner of the property fronting Florida Avenue.  It will house LBW and the offices 
of Redevco.  As required by the Zoning Code for commercial uses abutting and 
adjacent to residential uses, the site will be heavily landscaped on Florida Avenue 
and Grand Avenue. 
 
Phase II: 
 
BV proposes a restaurant use footprint along U.S. 1 with outdoor dining along the 
Grand Avenue side with a sidewalk connecting the outdoor dining to the park.  The 
property is currently zoned Commercial Limited (CL).  BV is requesting to change 



the zoning to Commercial (C) on a portion of the property along U.S. 1.  The 
rezoning will allow the operation of a full-service restaurant with outdoor dining 
and nighttime hours.  CL zoning allows for the restaurant and outdoor dining but 
restricts the nighttime operations and use of music across from residential use.  The 
proposed restaurant footprint has been oriented away from the residential 
neighborhood and adjacent to the City park easement along U.S. 1 and across the 
street from park areas on both Grand and Florida Avenues.  The outdoor dining is 
oriented toward Grand Avenue and the interior parking lot.  The LBW 
Homeowners Association and numerous residents support this project as 
submitted.   
 
The renderings for Phase II are for illustrative purposes only.  When BV brings 
forward a tenant and its respective floor plan, BV will work with Planning & 
Zoning staff and the Board of Architects. 
 
As part of the PAD site plan application, the applicant requests to rescind the 
existing Declarations of Restrictive Covenants filed with the prior projects and the 
previous site plan ordinances.  
 
The applicant proffers the following conditions on the proposed site plan approval: 
 

1. No overflow parking intrusion into the residential neighborhood. 
 

2. Restrict nighttime outdoor dining hours to midnight seven days a week.  
 

3. Full service restaurant with liquor licenses shall have hours of operation as 
set forth below (less than permitted by City Code): 

 
a. Sunday – Thursday 9:00 am to 1:00 am – the following day 

b. Friday & Saturday  9:00 am to 2:00 am – the following day  

 

4. Outdoor dining shall not occupy more than 30% of the public indoor dining 
area. 

 
BV has worked diligently with City and County staff to address all issues and 
concerns. 
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Phone 305.220.2424 Fax 305.552.8181

L.B. No. 6867 / E-mail: aaasurvey@aol.com

# P - 709 (Miami-Dade)

BM.                                              . Elev.=               .

Garage Elev.=                        . Erp.=                    .

Lowest adjacent grade elevation=              .

Elevation shown hereon refer to N.G.V.D. 1929.

L.F.Elev.=             (lowest habitable floor elevation).
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F.I.R.M.INDEX

X 120639

N/A+             N.G.V.D.

BASE ELEV.

0457 L

Bearing, if any, shown based on                         

FLOOD ZONE

(reference)
Assumed meridian NORTH     N85°15'58"E 

PANEL No.COMM. No.
SUFFIX:
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03/07/13
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Scale:
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"THIS SURVEY DECLARATION IS MADE ON THE FIELD
DATE INDICATED, TO THE OWNER(S) LISTED. IT IS NOT

TRANSFERABLE TO ADDITIONAL INSTITUTIONS OR
SUBSEQUENT OWNERS."

NOTE:

a)  All clearances and/or encroachments shown hereon are of the apparent physical use, fence legal ownership not

determined.

b)  The issue of this survey is only for the exclusive and specific use of those persons,  parties or institutions in the

certification.

c)  Code restrictions and title search not reflected in this survey

d)  Underground utilities, improvements, footings and encroachments, if any not located.

e)  The flood information shown hereon does not imply that the subject property will or will not  be free from flooding or

damage and does not create liability on the part of the firm or employee thereof, for any damage that occurs from

     reliance on said information.

f)   Lands depicted hereon were surveyed per legal description provided by client and no  claims as to ownership or matters

      of title are made or implied.

g)  All roads shown hereon are public unless otherwise noted.

h)  No identification cap found on property corners unless otherwise noted.

i)   Distance along boundary are record and measured unless otherwise noted.

j)   The graphic portions of this document are intended to be displayed at the graphic/name scales as depicted. Said scale may be

altered in reproductions and as such, should be considered when obtaining scaled data.

k)   Accuracy:  The expected use of land as classified in the minimum technical standards (5J17-FAC), is "Suburban".  The

Minimum relative distance accuracy for the type of boundary survey is 1 foot in 7,500 feet.  The accuracy obtained by

measurement and calculation of a closed geometric figure was found to exceed this requirement.

l)    Contact the appropriate authorities prior to any design work or excavation on the herein described parcel for building, zoning

information and utilities location.

BOUNDARY AND TOPOGRAPHIC SURVEY.

I HEREBY CERTIFY: that this survey meets the

minimum technical standards as set forth by the

FLORIDA BOARD OF PROFESSIONAL SURVEYORS

AND MAPPERS in chapter 5J-17  Florida Administrative

Code, pursuant to Section  472.027 Florida Statutes.

Not valid unless

it bears the

signature and the

original raised  seal

of Florida  licensed

Surveyor  and

Mapper.

RENE AIGUESVIVES 03/13/13

PROFESSIONAL   SURVEYOR   AND

MAPPER No. 4327.  State of Florida.

Surveyors, Mappers and Land Planners

5701 S.W. 107th Avenue #204, Miami, FL 33173

Alvarez, Aiguesvives and Associates, Inc.

BOUNDARY SURVEY
A portion of land in the N.E. 1/4 of Section 20, Township 54 South, Range 41 East

City of Coral Gables, Miami-Dade County, Florida.

This property described as:
Lots 7 through 27, Block 1B, of COMBINED AND SUPPLEMENTAL MAP OF MACFARLANE
HOMESTEAD PLAT AND ST. ALBAN'S PARK, according to the Plat thereof, as recorded in Plat
Book 5, Page 81, of the Public Records of Miami-Dade County, Florida;
LESS that portion of Lots 14 through 21, Block 1B, of COMBINED AND SUPPLEMENTAL
MAP OF MACFARLANE HOMESTEAD PLAT AND ST. ALBAN'S PARK, according to the Plat
thereof, as recorded in Plat Book 5, Page 81, of the Public Records of Miami-Dade County, Florida,
lying North of the Southerly Right-of-Way line of State Road 5 (US-1), according to Map No.
87030-2109 of the Florida Department of Transportation of Miami-Dade County, Florida;
AND LESS that portion of Lots 7 through 13, Block 1B, of COMBINED AND SUPPLEMENTAL
MAP OF MACFARLANE HOMESTEAD PLAT AND ST. ALBAN'S PARK, according to the Plat
thereof, as recorded in Plat Book 5, Page 81, of the Public Records of Miami-Dade County, Florida,
lying South of the Northerly Right-of-Way line of Grand Avenue, according to the R.P.B. 101, Page
58, Miami-Dade County Right of Way Division, Sheet 2 of 2.

280 South Dixie Highway, Coral Gables, FL 33133
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Change in Zoning Justification 
 
The applicant is requesting a change in zoning for a portion of the subject property 
as described in the attached Exhibit “A”.  The piece in question runs along the U.S. 
1 boundary adjacent to the City’s linear park. 
 
The current zoning on the parcel is “S” for the linear park and CL – Commercial 
limited for the remainder of the site.  The proposed “C” portion falls between the 
“S” and “CL”. While CL allows for restaurant use, there are restrictions on the 
hours of outdoor nighttime dining.  The proposed zoning “C” will allow a 
restaurant with outdoor dining and nighttime use.  
 
The proposed “C” parcel will run along U.S. 1.  On both the north and south side 
of the parcels is green open space.  The existing CL zoning will remain across 
from the single family homes on Florida Avenue. 
 
The outdoor dining use allowed in C zoning: a) will be oriented toward the more 
urban Grand Avenue, b) will provide desirable outdoor visible activity, c) will be 
inviting and engaging to the residential neighborhoods north and south of the 
parcel, and d) will promote pedestrian activity to a friendly destination in a 
currently desolate area. 
 
The use will encourage communal neighborhood gatherings and provide an 
outdoor – open space experience with green buffers.  The placement of the 
proposed restaurant on the site and the proposed landscaping provides the single 
family neighborhood to the north the protections of CL zoning and the proposed 
lush landscaping both on the perimeter and around the outdoor dining area 
provides more of a visual barrier than required. 
 
The request for “C” zoning of the described parcel is appropriate.  The U.S. 1 
boundary is very intense due to the volume of daily traffic.  The described parcel is 
across from green and open space, and a school.  The C zoning between the “S” 
and the “CL” protects property values and allows for the enjoyment of the 
property. 
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ZONING DATA:

LOT AREA 59,370 SF
BUILDING AREA 9,629 SF TOTAL

6,626 SF RESTAURANT
347 SF TRASH

2,656 SF COMMUNITY CENTER
PARKING LOT AREA 28,756 SF
LOT COVERAGE 64% - BUILDINGS AND PARKING
LANDSCAPE AREA 36% - 20,985 SF
HEIGHT COMMUNITY CENTER: 24'-0"

RESTAURANT: 36'-2"

SETBACKS REQUIRED PROVIDED
COMMUNITY CENTER (CL)

FLORIDA AVE 0 FT 5 FT
INTERIOR SIDE 0 FT 5 FT
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INDOOR DINING AREA OF THE RESTAURANT AS SET FORTH IN 5-119.A.3

RESTAURANT HOURS OF OPERATION ARE 9 AM-1 AM SUNDAY - THURSDAY AND 9 AM -
2 AM FRIDAY AND SATURDAY.
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*Anticipated Construction dates are subject to obtaining all necessary Governmental Approvals and permitting timelines  
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EXTERIOR MATERIALS

WALLS: WHITE SEMI-SMOOTH STUCCO

PAINT: P1 - SW 7070 SITE WHITE (CG APPROVED)

WINDOWS: FBC APPROVED IMPACT-RESISTANT OPTIBLUE
GLASS W/ SILVER ALUMINUM MULLIONS

ROOF: STANDING SEAM METAL ROOF
COLOR - WEATHERED ZINC
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RENDERING AND SIGNAGE FOR REFERENCE ONLY. IMAGE 
REPRESENTS THE TYPE OF PROJECT BEING PROPOSED FOR 
THIS SITE, BUT DOES NOT INDICATE AN APPROVED DESIGN 
OR TENANT.
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TREE

DISPOSITION

PLAN

1/16"=1'-0"

L-1

EXISTING CITY WALL PORTION TO BE

REMOVED AS PER BOARD OF ARCHITECTS.

05.15.14. - REFER TO ARCHITECTS PLANS.



3360 CORAL WAY

SUITE 5

MIAMI, FL 33145

PHONE: (305) 774-9662

FAX: (305) 774-9652

WWW.BELL-LA.COM

G
A

B
L

E
S

 
P

O
I
N

T
E

2
8

0
 
S

O
U

T
H

 
D

I
X

I
E

 
H

I
G

H
W

A
Y

C
O

R
A

L
 
G

A
B

L
E

S
,
 
F

L
 
3

3
1
3

3

J.D.F.

D.B.

07.30.14

5

PLANTING
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L-2A

BA: VERAWOOD TREE

QV: LIVE OAK ARA: PERENNIAL PEANUT CLU: SMALL LEAF CLUSIA FIG: FICUS REPENS NEP: KIMBERLY QUEEN FERN CES: SILVER BUTTONWOOD PS: WHITE FOUNTAIN GRASS PG: WEEPING PODOCARPUS TREE

PERMIT# BL-13-07-0005

PHASE 1

PHASE 2
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PLANTING

DETAILS

L-3

EXCAVATE TO A DEPTH SO THAT

BOTTOM OF ROOT BALL IS AT

BOTTOM OF PIT, AND BACKFILL

GROUNDCOVER SPACING VARIES

WITH SPECIES (SEE PLANT LIST)

2" DEEP LAYER OF APPROVED MULCH -

DO NOT MULCH AROUND STEMS OR TRUNKS

GRANULAR FILL MATERIAL OR EXISTING GRADE

EXCAVATE TO A DEPTH SO THAT

BOTTOM OF ROOT BALL IS AT

BOTTOM OF PIT, AND BACKFILL

AFTER INSTALLATION, CUT  STRING AND

REMOVE BURLAP FROM TOP OF ROOT BALL.

PLANT MATERIAL SHALL NOT BE PRUNED

PRIOR TO INSTALLATION. AFTER PLANTS

HAVE BEEN  INSTALLED, EACH PLANT

SHALL BE PRUNED FOR UNIFORMITY.

SHRUB & GROUNDCOVER PLANTING DETAIL

N.T.S.

METAL STRAPS SECURING

2"x 4" WOOD BATTENS

5 LAYERS BURLAP

2" DEEP LAYER OF APPROVED MULCH

BACKFILL WITH PLANTING SOIL

SOIL BERM TO HOLD WATER - CONTRACTOR

SHALL REMOVE SOIL BERM AFTER MAINTENANCE

GUARANTEE EXPIRES

2"x 4" WOOD STAKE

UNEXCAVATED FOR SUPPORT

GRANULAR FILL MATERIAL

OR EXISTING GRADE

2"x4"x12" FOOT PAD FOR SOFT

SOIL CONDITIONS SUCH AS SAND,

BURIED 3 INCHES BELOW GRADE.

2"x 4" WOOD BRACE  (3 TOTAL);

PAINT TWO COATS EXTERIOR PAINT -

FLAT DARK GREEN

TOE NAIL BRACE TO  2"x 4" WOOD BATTEN

PALM PLANTING DETAIL

12" 12"

N.T.S.

2'

EXISTING SUBGRADE

PLANTING MIX AS PER

SPECIFICATIONS

2" DEPTH MULCH AS SPECIFIED

(2) 2"X4" PRESSURE TREATED STAKES;

8' LONG, SET  2' INTO GROUND;

PAINT TWO CODES EXTERIOR PAINT -

FLAT DARK GREEN COLOR

NAIL TO STAKE WITH

1" GALVANIZED ROOFING NAIL

EXISTING SUBGRADE

4" SOIL BERM AT EDGE OF

PIT TO HOLD WATER

FLEXIBLE STRAPPING MATERIAL 'ARBOR TILE'

BY DEEP ROOT, (800) 458-7668 OR APPROVED EQUAL;

DARK GREEN COLOR. STRAP FROM THREE POINTS

SPECIMEN TREE GUYING DETAIL

6"

6"

N.T.S.

12" MINIIMUM - 24" DEPENDING

ON ROOT BALL SIZE (TYP.)

PLANT WITH ROOT BALL AT GRADE AND

NO MORE THAN 1" ABOVE GRADE

KNOT FLEXIBLE TAPE TO TREE TRUNK

AS PER SPECIFICATIONS

2"X4"X12" FOOT PAD FOR SOFT SOIL

CONDITIONS SUCH AS SAND,

BURIED 3 FT. BELOW GRADE

GRANULAR FILL MATERIAL

OR EXISTING GRADE

UNEXCAVATED FOR SUPPORT

NAIL TO STAKE (TYP.)

FLEXIBLE STRAPPING MATERIAL 'ARBOR TIE'

BY DEEP ROOT (800) 458-7668 OR APPROVED EQUAL;

DARK GREEN COLOR. STRAP FROM THREE POINTS

SOIL BERM TO HOLD WATER

BACKFILL WITH PLANTING SOIL

2" DEEP LAYER OF APPROVED MULCH

TREE PLANTING & GUYING DETAIL

12" 12"
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LANDSCAPE SPECIFICATIONS

1.00     GENERAL

1.01    The Contractor is reminded that the General Conditions and / or Special Conditions of this

           contract govern the work of this section of the Specifications whether attached hereto or not.

           Subcontractors undertaking to perform work under this Section shall be made fully aware of

           these documents and of their responsibilities and obligations thereunder.  In the event of any

           discrepancies between the drawings and specifications and the following 'Scope of Work', the

           latter shall prevail.

2.00     SCOPE OF WORK

2.01    The work of this Section shall include all labor, materials, equipment, appliances, and

           accessories necessary for the complete performance of all excavation, grading, planting and

           backfill work in accordance with these Specifications and the Contract Drawing.  Without

           restricting the generality of the foregoing, the items listed below and similar items shown on

           the Contract Drawings shall constitute the work of this Section:

           A.  Finish grading and final site preparation of all areas to be landscaped.

           B. Furnishing and incorporating fertilizer and other soil amendments.

           C. Furnishing plant materials and grass materials and installing same.

           D.  Furnishing and placing 'Planting Mixture' and other miscellaneous items to complete the

                 work.

           E.  Replacement of unsatisfactory plant material.

           F.  Clean-up.

3.00     SITE PREPARATION and SITE SITEWARDSHIP FOR SUSTAINABLE SITES

3.01    The Contractor shall provide finish grading and final preparation of all areas to be landscaped

           to within 6" of finish grade.  This will require raking and pulverizing of all areas in order to

           crumble dirt, clogs and / or debris.  The Landscape Contractor shall be responsible for finish

           grading, which is the top 6" of the site.

3.02     The Contractor must perform the following preventative measures for erosion controls during

             construction:

            Stockpile and Protect disturbed Topsoil from erosion;

            Control the path and velocity of runoff with silt fencing or equivalent;

            Protect sewer inlets, streams, and lakes with straw bales or silt fencing;

            Provide swales to divert  surface water from hillsides, use tiers, erosion blankets, compost

            blankets, etc. on sloped areas.

3.03     Contractor must minimize disturbed area of site where site is not previously developed

            by  following tree / plant protection plan and enforcing 'No Disturbance Zones' quarantined by

            use of Construction tape or Fencing.

            When site is previously developed, Contractor must enforce Tree / Plant protection Plan and

            use Hay bales, silt fencing, etc. for erosion controls.

3.04     All Landscaping must be 24" from finish wall of structures for pest control measures.

4.00     MATERIALS

4.01    Plant materials shall be furnished by the Landscape Contractor and as indicated on the plans.

           All plant materials shall meet or exceed the following standards.

           A.  Plant species and sizes shall conform with plant list.  Nomenclature shall conform to

                 Standardized plant names, in accordance with the latest edition of the Florida Department

                 of Agriculture's Grades and Standards for Nursery Plants.

           B. All plants shall be nursery grown or as stipulated herein and shall comply with all required

                 inspections, grading standards and plant regulations as set forth in the Florida Department

                 of Agriculture 'Grades and Standards for Nursery Plants' , including revisions.  Ensure that

                 plant materials are shipped with tags stating the botanical and common name of the plant.

           C. The minimum grade for all trees, palms, shrubs, and groundcovers shall be Florida No. 1

                 and shall meet or exceed the size and quality standards of the American Association of

                 Nursery Stock, sponsored by the American Association of Nurserymen, latest addition,

                 unless otherwise indicated and all plants shall be sound, healthy and vigorous,

                 well-branched and densely foliated when in leaf.  They shall have healthy, well developed

                 root systems and shall be free of disease and insect pests, eggs or larvae.  Florida Fancy

                 material shall be provided where plant list specifies 'specimen'.

           D. The determining measurements for trees shall be the height and spread, and shall be

                 measured from the top of the plant to the root crown, not to include the immediate terminal

                 growth.  Their width shall be measured across the normal spread of the branches.  Both

                 measurements shall be made with the plants in their normal position.

           E. Plants larger in size than those specified may be used with approval of the Landscape

                 Architect at no additional cost to the Owner.  If the use of the larger plants is approved, the

                 ball of earth or spread of roots shall be increased proportionately.

           F.  Container grown plants the same quality as balled and burlapped plants may be substituted

                 in lieu thereof.  Plants grown in containers shall be delivered and remain in the containers

                 in a shady location until planted.  Plants in containers shall be watered prior to

                 transportation and shall be kept moist until planted.  The container must be removed prior

                 to planting, with care as not to injure the roots.

           G. Grass materials shall consist of the following:

                      1.   Sod:  Solid sod shall be as indicated on the drawings.  Sod must be strongly rooted

                            and free of pernicious weeds.  Mow to a height not to exceed 1 1/2" before lifting.

                            Lifts shall have a uniform thickness of 1 inch to 1 1/2 inches.  Sod containing

                            nutgrass, lippia water sedge, dollar weed, or other common turfweed species (if

                            applicable), will not be accepted.

                      2.   Sodding installation :

                                a)    Sodding shall be done as soon as practical following finish grading.  Ground

                                        shall be covered with a 4" blanket of soil using specified 60/40 top soil

                                        mixture where necessary to create a 4" soil blanket.  The day before sod

                                        installation, the contractor shall rake 50# Milorganite per 1000 sf of area to

                                        receive sod.  Ground shall be leveled with the back of a rake and sod laid

                                        with joints closely butted so that no voids are visible, keeping surface of sod

                                        flush with the adjoining seeded areas and or pavements.  Lay sod to form a

                                        solid mass with tightly fitted joints.  Butt ends and sides of sod strips; do not

                                        overlap.  Hand tamp to ensure contact with subgrade, and water thoroughly

                                        with a fine spray immediately after laying.

b) After sod is in place, it shall be top dressed with sufficient sharp, clean 60%

sand/40% muck soil mix to fill all voids remaining and thoroughly watered to

wash the top dressing into the sodded surface.

c) All sod areas shall then be rolled using a vibrating #1500 sod roller.  The

contractor shall apply a preemergent herbicide to all sodded areas.

d) It is the Landscape Contractor's responsibility to keep new sod properly

watered until completion of the contract.  All watering shall meet

specifications according to 'Grades and Standards' Section 983.

H. Substitutions in plant species or size will be made only with prior written permisson of the

Landscape Architect.

I. If, in the opinion of the Landscape Architect, materials and /or work do not conform with

the plans and specifications, it may be rejected and upon rejection, must be removed

immediately from the site by the Contractor and replaced.

J. The Contractor shall be responsible for the certification and inspection of plant material

that may be required by local, state, or federal authorities and shall bear the cost of the

same, if any.

4.02 Materials used to install the job shall meet or exceed the following standards:

A. Planting mix to be used for 4" soil blankets and backfilling around trees shall be:  60%

coarse sand / 40% Inland Glades Muck.  70% sand / 30% muck shall be used in planters

or areas with poor drainage.

B. Fertilizers:  Fertilizer shall be delivered mixed as specified in standard bags, sealed, and

showing weight by analysis and name of manufacturer.  Fertilizer shall be stored in

weatherproof storage and in such a manner that its effectiveness will not be impaired.

C. Mulch:  Mulch shall be shredded 'Pine Fines', Grade B, clean, bright, and free of weeds,

moss, sticks, and other debris.

D. Water:  All water required for the execution of the work shall be supplied at the site by the

Owner.

5.00  INSTALLATION

5.01 The Planting operations used to install the job shall meet or exceed the following standards:

A. Excavation of Plant Pits: Plant pit excavations shall be roughly cylindrical in shape, with

their side approximately vertical.  Pit shall be excavated so that bottom of pit is same depth

as root ball.  Plants shall be centered in the hole, with the trunk location as shown in the

plans.  Holes for balled and burlapped plants shall be large enough to allow 12" minimum

(depending on root ball size) of back fill around the sides of the root ball, and 12" of back

fill beneath the root ball.  In all cases the diameter of the plant hole shall be twice the

diameter of the root ball.  Where excess material has been excavated from the plant hole,

the excavated material may be used to backfill to the proper level.  Mix existing excavated

material in 50% / 50% ratio with new planting soil mix.  The Contractor, in excavation for

plantings shall take care not to damage underground utilities or other sub-surface

obstructions, and shall be held liable for their repair, if damaged.

B. Setting Plants:  All trees shall be set so, that when settled, the top of the root ball will be

flush with the surrounding area of the finish grade or slightly above finish grade.  Each

plant shall be planted in planting soil mix in the center of the pit.  Shrubs shall be set flush

with the surrounding finish grade of the planting area.  The back fill shall be made with

prepared planting in mixture as specified herein and shall be firmly rodded and watered, so

that no air-pockets remain.  The quantity of water applied immediately upon planting shall

be sufficient to thoroughly moisten all of the backfilled earth.  Plants shall be kept in a

moistened condition the duration of the planting.

C. Staking and Guying:  All trees shall be staked or guyed as shown in the details and

according to the following specifications.

1. Use wide plastic, rubber or other flexible strapping materials to support the tree to

stakes or ground anchors that will give as the tree moves in any direction up to 30

degrees.  Use strapping material 'Arbor Tie' by Deep Root (800) 458-7668 dark green

color, or approved equal.  Do not use rope or wire through a hose. Use guy chords,

hose or any other thin bracing or anchorage material which has a minimum 12" [300

mm] length of high visibility flagging tape secured to guys, midway between the tree

and stakes for safety.

2. Stake trees larger than 1" [25 mm] diameter and smaller than 2" [50 mm] diameter

with a 2" by 2" [50 by 50 mm] stake, set at least 2' [0/6 m] in ground and extending to

the crown of the plant.  Firmly fasten the plant to the stake with flexible strapping

materials as noted above.

3. TREES OF 2 TO 3 ½" [50 MM TO 90 MM] CALIPER:  Stake all trees, other than palm

trees, larger than 2" [50 mm] caliper and smaller than 3 ½" [90 mm] caliper with two 2"

by 4" [50 by 100 mm] stakes, 8' [2.4 m] long, set 2' [0.6 m] in the ground.  Place the

tree midway between the stakes and hold it firmly in place by flexible strapping

materials as noted above.

4. LARGE TREES:  Guy all trees, other than palm trees, larger than 3 ½" [90 mm]

caliper, from at least three points, with flexible strapping materials as noted above.

Anchor flexible strapping to 2" by 4" by 24" [50 by 100 by 600 mm] stakes, driven

into the ground such that the top of the stake is at least 3" [75 mm] below the

finished ground.

5. SPECIAL REQUIREMENTS FOR PALM TREES:  Brace palms which are to be

staked with three 2" by 4" [50 by 100 mm] wood braces, toe-nailed to cleats which

are securely banded at two points to the palm, at a point one third the height of the

trunk.  Pad the trunk with five layers of burlap under the cleats.  Place braces

approximately 120 degrees apart and secure them underground by 2" by 4" by 12"

[50 by 100 by 300 mm] stake pads. Paint wood flat dark green exterior paint, two

coats.

6. TREE PROTECTION AND ROOT BARRIERS:  Install tree barriers when called for

in the Contract Documents or by the Landscape Architect to protect existing trees

from damage during project construction.  Place barricades at the drip line of the

tree foliage or as far from the base of the tree trunk as possible.  Barricades shall

be able to withstand bumps by heavy equipment and trucks.  Maintain barricades in

good condition.  When called for in the Contract Documents, install root barriers or

fabrics in accordance with the details shown.

D. Pruning:  All broken or damaged roots or branches shall be cut smoothly and the tops of

all trees shall be pruned in a manner complying with standard horticultural practice.  At the

time pruning is completed, all remaining wood shall be alive.

E. Mulching:  Within one week after planting, mulch material, consisting of shredded

Eucalyptus or Pinebark shall be uniformly applied to a minimum loose thickness of 2

inches, over the entire area of the backfilled hole or bed.  The mulch shall be maintained

continuously in place until the time of final inspection, and must be a minimum of 2 inches

thick to be accepted.  Mulch shall not be placed against stems or trunks.

F. Fertilizing:  Feeding of all trees and specimen shrubs shall be done with slow release,

'Woodace' Briquettes, 17 gram, tablet fertilizer, analysis 14-3-3, as per manufacturer's

instructions.  Fertilizing shall not occur until after flush of new growth.

6.00 MAINTENANCE

6.01 Maintenance and hand watering of all trees, shrubs and groundcover by the Landscape

Contractor shall terminate upon final acceptance of such work, but shall not discharge the

Landscape Contractor from his responsibility to honor the guarantee period.  Maintenance

prior to final acceptance shall include the removal of all dead or dying twigs and branches, the

weeding, watering and normal pruning of plant material.

7.00 GUARANTEE

7.01 The Landscape Contractor shall guarantee and maintain all new field grown trees for a period

of 180 days, and all field grown palms for a period of one year.  All containerized trees, palms,

shrubs and groundcovers for a period of 90 days, and all sod for a period of 90 days.  The

Landscape Contractor shall replace at the direction of the Landscape Architect all trees ,

shrubs, or groundcovers deemed by the Landscape Architect to be unacceptable, due to

death or damage; acts of God, Owner negligence and vandalism excepted.

7.02 New material used to replace material unacceptable to the Landscape Architect, shall be

guaranteed for similar period from date of installation

8.00 FINAL INSPECTION AND ACCEPTANCE

8.01 The Landscape Contractor shall advise the Landscape Architect in writing at the end of the

guarantee period that the project is ready for final inspection.  Only upon notification to the

Landscape Architect by the Landscape Contractor in writing and subsequent inspection

attended by the Landscape Contractor shall the requirements of the guarantee be met.

9.00 CLEAN-UP

9.01 Upon completion of all work under this section, and intermittently as required, the Landscape

Contractor shall clear the site of all debris, superfluous material and all equipment to the

satisfaction of the Landscape Architect

9.02 End
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